
Plant No Location Customer

Day Saturday Sunday Monday Tuesday Wednesday Thursday Friday

Date/Time

Hours Run

Monitor
1 Engine oil level
2 Coolant level
3 Adequate fuel supply
4 Inspect for fluid leaks
5 Inspect for any loose items
6 Inspect belts for tension
7 Guards are in place and secure
8 Engine starts and runs
9 Generator accepts load

Name

Signature

Notes 1 For specific instructions on each procedure consult the Operators Manual supplied with this machine
2 When fluid levels are topped up record approx quantity
3
4 Inspect bund for fluids and if found try to trace back to source – REPORT IMMEDIATELY
5 After starting the engine should settle to a steady constant speed without any surging

FAILURE TO CARRY OUT THESE CHECKS DAILY AND REPORT ON TIME MAY RESULT IN UNNECESSARY DAMAGE.  REPAIR COSTS MAY BE CHARGEABLE TO THE 

CUSTOMER
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Please Tick once complete

THIS FORM SHOULD BE COMPLETED DAILY AND SIGNED BY THE RESPONSIBLE PERSON

ANY UNUSUAL FINDINGS SHOULD BE REPORTED IMMEDIATELY

Adequate for the expected run time Inspect glass bowl on pre fuel separator. Fuel should be clear no 

DAILY INSPECTION PROCEDURE

 FOR DIESEL DRIVEN GENERATORS
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